
MA VPU plus MK2 MA VPU basic MK2 MA VPU light
DVI-Output with switchable EDID  
Manager (back panel)

3  
(1 x DVI-D dual link, 1 x DVI-D single link, 

1 x DVI–I dual link)

3  
(1 x DVI-D dual link, 1 x DVI-D single link, 

1 x DVI–I dual link)

3 

(1 x DVI-D dual link, 1 x DVI-D single link, 

1 x VGA)

Full-HD resolution (1080p/60Hz) 6* 4* 2*
SD resolution (576p/60Hz) 12* 8* 6*
19"-Rugged housing made for touring 5HU 5HU 2HU

Internal 7" Touch Screen  
(800 x 480 Pixel) 

•

2"-Color-TFT-Display  
providing status information

•

Power Up switch (front panel) • • •

SDI IN 2** 2**
powerCON IN (back panel) • • •

powerCON OUT (back panel) • •

Menu button (front panel) •

RJ45 etherCON Gigabit network  
connector  (back panel)

2 2 2

XLR-male balanced transformer  
isolated audio outputs at studio level 
(back panel)

2 2 2

S/PDIF-Cinch Connector –  
Digital Audio OUT

1

USB-Ports (front panel) 2 x USB2.0 2 x USB2.0 2 x USB2.0
USB-Ports (back panel) 2 x USB3.0

1 x USB2.0
2 x USB3.0
1 x USB2.0

2 x USB3.0

Connection for external harddrives, etc. 
(back panel)

1 x eSATA 6G 1 x eSATA 6G 1 x eSATA V3.0

Processor I7-Quad-Core-Processor I5-Quad-Core-Processor Quad-Core-Processor
Dual Channel RAM 8GB@2,4GHz 8GB@1,65GHz 8GB@2,1GHz

Fast SATA – Solid State Drive 240GB 120GB 120GB

*layers simultaneously     **Option

MA VPU series   
Three sophisticated solutions

Codecs
The MA VPU uses the MPEG-1/2 (ISO/IEC 13818-part x) standard. As MA Lighting uses Microsoft®’s DirectShow to render the textures 
(pictures) it will need a codec to be able to read in these pictures. This codec is MPEG2 from MainConcept.


